KREATIVWERKZEUGE
TOOLS FOR CREATIVE APPLICATIONS

[3805]

EFFEKTPINSEL CREATIVO FLACH
EFFECT BRUSH CREATIVO FLAT

TECHNISCHE DATEN

TECHNICAL DATA

PINSELGROSSE

BRUSHSIZE  ininch

(R

PRODUKTBESCHREIBUNG
BESATZ Kunstleder

FORM  Flach, zackenférmig
ZWINGE Woulstblech
STIEL  Flachpinselstiel, blau lackiert

ANWENDUNG

o Fr federartige Strukturen

¢ Zum lockeren Verziehen der Farbe
¢ Zum Kreieren von Gras- oder
Fellstrukturen

* Fir Granulierungseffekte

¢ FUr Landschaftsstrukturen

o Fur Spritzer

PRODUKTVORTEILE

* Leichtes Kreieren verschiedenster Effekte
* Individuelle Effekte

Van der Linde

* k%

PRODUCT DESCRIPTION
MATERIAL Leather imitation

SHAPE  Flat, jagged
FERRULE Sheet metal
HANDLE Mottler handle, blue lacquered

APPLICATION

« For feathery structures

* For loosely spreading the paint

« For grass or fur structures

« For granulation effects

« For creating landscape structures
* Splashes can also be created

FEATURES AND BENEFITS

* Easily creating different effects
+ Individuell effects
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KREATIVWERKZEUGE
TOOLS FOR CREATIVE APPLICATIONS

[3806]

EFFEKTPINSEL CREATIVO RUND
EFFECT BRUSH CREATIVO ROUND

TECHNISCHE DATEN
TECHNICAL DATA

PINSELGROSSE
BRUSH SIZE

10

20

35

(R

PRODUKTBESCHREIBUNG
BESATZ Kunstleder

FORM  Rund, zackenférmig
ZWINGE Nickel-Kapsel
STIEL  Zapfenstiel, blau lackiert

ANWENDUNG

¢ Zum lockeren Verziehen der Farbe
¢ FUr Landschaftsstrukturen

o Fir abstrakte Strukturen

* Fir expressive Strukturen

o Fir Spritzer

PRODUKTVORTEILE

« Leichtes Kreieren verschiedenster Effekte
* Individuelle Effekte

Van der Linde

* X %k

PRODUCT DESCRIPTION
MATERIAL Leather imitation

SHAPE  Round, jagged
FERRULE Nickel-capsule
HANDLE Very short, blue lacquered

APPLICATION

* For loosely spreading the paint

« For creating landscape structures
* For abstract structures

* For expressive structures

* Splashes can also be created

FEATURES AND BENEFITS

* Easily creating different effects
« Individual effects
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